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Figure 42:  Press Ground 
Insert down to install

→Figure 41:  Orientation Marks

Original Snap Fit RCI Ground Insert

NOTE: If your Contactor uses the original Snap-fit RCI Ground 
Insert design, please follow these instructions.

IMPORTANT:  Always ensure Ground Insert is clean before 
installing and inspect used Inserts for damage or wear.   

Step 1— Locate Orientation Marks 
	 With Contactor Load Board side up, locate and align the  
	 orientation marks on the Ground Insert and Housing. See  
	 Figure 41.  
	 NOTE:  Some especially small inserts may not have enough 
	 area available for Orientation Marks.

Step 2— Install Ground Insert   
	 Gently press the Ground Insert downward into the Housing  
	 with uniform force on all sides and making sure the insert 
	 remains coplanar.  The insert should easily press into place.  
	 See Figure 42.
	 NOTE:  The Copper Insert for 3x3 devices is a slip-fit.  
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All statements, technical 
information and recommendations 
related to the Seller’s products 
are based on information believed 
to be reliable, but the accuracy 
or completeness thereof is not 
guaranteed. Before utilizing the 
product, the user shall determine 
the suitability of the product 
for its intended use. The user 
assumes all risks and liability 
whatsoever in connection with 
such use. Any statements or 
recommendations of the Seller 
which are not contained in the 
Seller’s current publications shall 
have no force or effect unless 
contained in an agreement signed 
by an authorized officer of the 
Seller. The statements contained 
herein are made in lieu of all 
warranties expressed or implied, 
including but not limited to the 
implied merchantability and 
fitness for a particular purpose 
which warranties are hereby 
expressly disclaimed. Seller shall 
not be liable to the user or any 
other person under any legal 
theory, including but not limited 
to negligence or strict liability, 
for any injury or for any direct or 
consequential damages sustained 
or incurred by reason of the use 
of any of Seller’s products or 
services that were defective.
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For questions about anything contained in this  
Maintenance & Inspection Guide, contact your local  
Johnstech representative.  

If you are experiencing a technical problem or issue,  
fill out the online Tech Help Form at:   
www.johnstechhelp.com OR  
contact the nearest Field Service Office. 
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